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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

R404A, R507

: 

R404A, R507

T 

50 Hz, 400 
V

50 Hz

-8,0 °C

4,65 bar

45,0 °C

20,47 bar

20 °C 

0 K

100%

9,66 kW 

9,66 kW 

4,27 kW 

 (400 V) 7,33 A 

2,26

14,00 kW 

0,081 kg/s 

91,3 °C 1)

„ASERCOM“ 

 ASERCOM.
 ASERCOM – 

 „Bock“, 
 www.asercom.org.

 EN 12900. 
 20 °C 

 50 

1)
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

R404A, R507

 . Axis values refer to dew point (saturated vapour line).
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

 R404A, R507

 

  / Ø  /  4 / 41,5 mm / 40 mm

   (1450/1740 18,80 / 22,60  m³/h

  1) 220-240V  / 380-420V Y -3- 50Hz

265-290V  / 440-480V Y -3- 60Hz

   2) 14,0 / 8,1 A

   2) 4,8 kW

     2) 87,0 / 50,0 A

 INT69 G

   IP 66

91 kg

  3) 25 - 70 Hz

    (LP/HP) 4) 19 / 28 bar

   SV 28 mm - 1 1/8 "

   DV 22 mm - 7/8 "

 

   R134a, R404A, R407A/C/F, R448A, 
R449A, R450A, R513A

BOCKlub E55

   R22 BOCKlub A46

 1,3 Ltr.

   /  / 535 / 282 / 318 mm

   LWA 5) 69 dB(A) @ -35 °C / +40 °C

67 dB(A) @ -10 °C / +45 °C

   LpA 5) 57 dB(A) @ -35 °C / +40 °C

54 dB(A) @ -10 °C / +45 °C

1)  (± 10%)           

      

2) -         

-      
Part winding (PW) motors: Winding 1 / Winding 1+2 
Delta/Star  motors:  / Y 

-                
    AC3. 

3)      (Imax)         
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

 R404A, R507

 

    
T     

  50 Hz 
 400 V 
   20 °C 

   0 K 

tc [°C] to [°C]
-5,0 -10,0 -15,0 -20,0 -25,0 -30,0 -35,0 -40,0 -45,0

30,0
Q [W]
P [kW] 
I [A] 

14600
3,70
6,54

11900
3,52
6,29

9470
3,26
5,95

7390
2,94
5,55

5610
2,58
5,12

4120
2,21
4,70

2900
1,84
4,31

1940
1,49
3,96

1220
1,18
3,68

35,0
Q [W]
P [kW] 
I [A] 

13400
4,00
6,94

10900
3,74
6,59

8610
3,42
6,16

6680
3,04
5,68

5030
2,65
5,20

3660
2,24
4,73

2540
1,84
4,31

1660
1,48
3,95

1010
1,16
3,66

40,0
Q [W]
P [kW] 
I [A] 

12200
4,26
7,32

9840
3,94
6,87

7770
3,56
6,35

5990
3,14
5,81

4480
2,70
5,27

3230
2,27
4,76

2220
1,85
4,31

1430
1,47
3,94

851,00
1,15
3,65

45,0
Q [W]
P [kW] 
I [A] 

11000
4,49
7,65

8820
4,11
7,10

6940
3,67
6,51

5320
3,21
5,90

3950
2,74
5,31

2820
2,28
4,77

1920
1,84
4,31

1230
1,45
3,93

728,00
1,13
3,64

50,0
Q [W]
P [kW] 
I [A] 

9770
4,67
7,90

7800
4,23
7,27

6090
3,75
6,60

4630
3,25
5,94

3420
2,74
5,31

2420
2,26
4,75

1630
1,81
4,28

1040
1,42
3,90

       

to   
tc   
Q  
P  
I  
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

 R404A, R507

 

      
 

   PTC     INT69 G
115-230 V AC, 50/60 Hz, IP00

 

      MP55

     ESK, Traxoil, AC+R  CARLY 1)

  
HG: BOCKlub A46 
HGX: BOCKlub E55 

 

   

  

   DCR14  -  -  IP65
   09900-DGbF

       

 
 -  -   IP66

PTC   

    MP55,  -  -  IP20 2)

USB     INT69 G Diagnose 2)

INT69 G Diagnose  AC,  IP00  INT69 G) 

      3)

  
230 V AC - 1 - 50 Hz, 97 W, IP44
230 V AC - 1 - 60 Hz, 128 W 2)

Step protection 

    2)

4   
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

 R404A, R507
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BOCK® HGX34e/215-4 
 220-240V  / 380-420V Y -3- 50Hz

 R404A, R507

SV      ø 1) 28 mm - 1 1/8 "

DV      ø 1) 22 mm - 7/8 "

A    1/8 " NPTF

A1    7/16 " UNF

B    1/8 " NPTF

B1    7/16 " UNF

C     OIL 1/8 " NPTF

D1    1/4 " NPTF

F  M 12 x 1.5

H    1/4 " NPTF

J    3/8 " NPTF

K  1 1/8 " - 18 UNEF

L     1/8 " NPTF

M  M 12 x 1.5

O    1 1/8 " - 18 UNEF

1)   


